
PERilITC0

14421 County Rd. 10 • Ft. Lupton, Colorado 80621 • (303) 857-9999 • FAX(303) 857-0577 • E-MAILPermitco l@aol.com

July23,2004

DivisionofOil,Gas&Mining
1594West NorthTemple,Suite1210
Box145801
SaltLakeCity,UT 84114-5801

Attn: DianaWhitney
Re: GASCOProduction Company

State#42-32-9-19
1898' NLand746' FEL
SE Sec.32,T98 - R19E
UintahCounty,Utah

DearDiana,

Enclosed pleasefind twocopiesoftheApplicationforPermitto Drill,alongwiththe requireddrilling
program,BOPdiagram,wellsitemapsanddiagrams.

Ifyoushouldneedadditionalinformation,pleasedon't hesitateto contactme.Approvedcopiesofthe
A.P.D.shouldbesent to PermitcoInc.attheaddressshownabove.

Sincerely,

PERMITCOINC.

RECElVED
LisaSmith JUL27 2004
Consultantfor
GASCOProduction Company D\VOFOIL,GAS&MINING

Enc.

cc: GascoProductionCompany- Englewood,CO
UtahDivisionofOil,Gas&Mining- Roosevelt,



- STATE OF UTAH FORM 3

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING (highlight changes)

5. MINERAL LEASE NO.: 6 SURFACE:

APPLICATION FOR PERMIT TO DRILL ML45172 | State
1A. TYPE OF WORK DRILL Ë REENTER O DEEPEN O 7. IF INDIAN,ALLOTTEE OR TRIBE NAME:

N/A
B. TYPE OF WELL: OILO GAS00 OTHER SINGLEZONEE] MULTIPLEZONE O 8, UNIT or CA AGREEMENT NAME:

N/A
2. NAME OF OPERATOR: 9. WELL NAME and NUMBER:

Gasco Production Company State42-32-9-19
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD ANDPOOL, OR WILDCAT:

14 Inverness DriveEast, Suite#H236,Englewood,CO80112 303-483-0044 Riverbond ewgg
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SEC ION, TOWNSHIP, RANGE

toó 9 Û MER1DIAN:

AT SURFACE; 1898'FNLand746' FEL gy gg .; og,74 7eg Sec.32,T9S-R19E
AT PROPOSED PRODUCING ZONE: SE N

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

27.3milesSoutheastofMyton,UT Uintah UTAH
15. DISTANCE TO NEAREST PROPERTY OR LEASE LINE (FEET) 16. NUMBER OF ACRES IN LEASE: 17. NUMBER OF ACRES ASSIGNED TOTHIS WELL:

746' 476.29 40 Acres
18. DISTANCE TO NEAREST WELL (DRILLING, COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION;

APPLIED FOR) ON THIS LEASE (FEET):

Approx.1700' 11270' StatewideBond.
21. ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROX1MATE DATE WORK WILL START: 23. ESTIMATED DURATION:

4690 GL UponApproval 35 Days

24. PROPOSED CASINGANDCEMENTINGPROGRAM
SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY, YIELD, AND SLURRY WEIGHT

17-1/2" 13-3/8", H40,48# 200' 250sx Class H,15.6 ppg,1.18yield
11" 8-5/8",J-55,32# 3,500' 400 sx Hi-fill,11.0 ppg,3.91 yield&150 sxRFCcmt,14.2 ppg, 1.63 yield

7-7/8" 4-1/2",P110,13.5# 11,270 1370 sx 65/35Poz, 13.0 ppg, 1.74yleid&1200sx50/50Poz,14.1ppg,1.28yield

25. ATTACHMENTS
VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES;

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PROGRAM
[¯]

EVIDENCE OF DIVISION OF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THANTHE LEASE OWNER

AGENT: PermitCoInc. AGENT'S PHONE NO.: 303-857-9999

NAME (PLEASE PRINT) LISa L SntitA TITLE Agent IOf 68800Pr0duction Company

SIGNATURE DATE July 21, 2004

(This space for State use only)

API NUMBER ASSIGNED: - ogh Ap¡ygygd by the
ofut on o RECElVED

(11/2001) Ogt (e u tins S .
JUL27 2004

B¥· DIV.OFOIL,GAS&



T9S, Ri9E, S. L.B. &M. GASCO PRODUCTION COMPANY
Well Location, STATE #42-32-9-19, located

rtro erass car, as shown in the SE 1/4 NE 1/4 of Section
gh, & of 32, T9S, R19E, S.L.B.&M. Uintah CountyEAST - 2640.00' (G.L.O.) NB9°58'21"W

- 2641.34' 'Meas.)
A k Utah.

1910 &ass Cqu,
1.J' Hg, PRe of
stoner BASIS OF ELEVATION

o SPOT ELEVATIONAT THE SOUTHEAST CORNER OF SECTION
36. T9S, R18E, S.L.B.&M. TAKEN FROM THE MOON BOTTOM
QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTEQUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENTOF THE INTER10R, GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 5011 FEET.

STATE /42-32-9-19
Elev. Ungraded Ground = 4690'

N
o

32L Ë$ŸÛÑfGSS Ûdy
0.6' H¢

o
^o

oo O - o

LOT 4 LOT 3 LOT 2 LOT 1 mm"mus"-mmung
SCALE

CERTIFICATE

VER THIS IS TO CERT1FYTHAT THE ABOVEPLAT EPARED FROMGREEN RI FIELDNOTES OF ACTUALSURVEYS M R MY =

LOT 5 SUPERVISIONAND THAT THE SAME TO TH4
BEST OF MY KNOWLEDGEAND B

370.EA2
(G L.O.) UnrrAH ENGINEERING G

I BS SOUTH 200 EAST - VßRNAI. UTAH 84078LEGEND:
BASIS OF BEARINGS (435) 789-1017

= 90 SYMBOL
BASIS OF BEARINGS IS A G.P.S. OBSERVATION. SCALE DATE SURVEYED: DATE DRAWN:

O 1 = 1000' 6-29-04 7-6-04
= PROPOSED WELL HEAD.

(AUTONOMOUSNAD 83) PARTY REFERENCESA = SECTION CORNERS LOCATEO. LATITUDE =
39°59'22.00" (39.989444) K.K. B.W. K.G· G.L.O. PLAT

$ = SECT10N CORNERSRE-ESTABLISHED- LONGITUDE=
109°47'51.38" (109.797606) WEATHER FII.E

USING BEARINGTREES WARM GASCO PRODUCT10N



O O

State #42-32-9-19
1898'FNLand746' FEL

SENgSection32,T9S-R19E
UintahCounty,Utah

Prepared For:

Gasco Production Company

By:

PERMITCOINC.
14421CountyRoad 10
Fort Lupton,CO80621

303/857-9999

Copies Sent To:

ah DivisionofOil,Gas &Mining- SLC,UT
1 - IJtah DivisionofOil,Gas &Mining
2 - Gasco Production Company - Englewood,CO



ApplicationforPermittoDrill
Gasco ProductionCompany
State #42-32-9-19
1898)NL and746' FEL
SE NylSection32,T9S - Ri9E DRILLINGPROGRAM

UintahCounty,Utah Page i

The proposedwellsiteis locatedonStateSurface/StateMinerals.

1. EstimatedTops/GeologicMarkers

Theestimatedtopsofimportantgeologicmarkersareas follows:

Formation Depth Subsea

Uinta Surface +4,680'

Wasatch 4,935' -240'

Mesaverde 8,645' -3,950'

Castlegate 11,070' -6,375'

T.D. 11,270' -6,575

2. Estimated Depths and Names of Anticipated Water, Oil, Gas or Other Minerals Bearing
Formations.

Substance Formation Depth

Gas Wasatch 5,200'-8,645'

Gas MesaVerde 8,645'-11,070'

3. WellControlEquipment&Testing Procedures

GascoProductionCompany'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType: 11"Hydraulicdouble,5000psiw.p.

Gascowillcomplywillallrequirementspertainingtowellcontrolas listedintheRuleR649-3-7ofthe
UtahDivisionofOil,Gas &Mining.

The sizeandratingoftheBOPstackis shownontheattacheddiagram.

PElk



ApplicationforPermitto Drill
GascoProductionCompany
State #42-32-9-19
1898/NL and746' FEL
SE NWSection32, T9S - R19E DRILLINGPROGRAM
UintahCounty,Utah Page 2

4. Casing Program

Theproposedcasingprogramwillbe as follows:

Purpose Depth HoleSize 0.D. Weight Grade Hew/Used

Surface 0-200' 17-1/2" 13-3/8" 48# H-40 New

Intermediate 0-3,500' 11" 8-5/8" 36# J-55 New

Production 0-11,270' 7-7/8" 4-1/2" 13.5# P-110 New

Casingdesignsubjecttorevisionbased ongeologicconditionsencountered.

5. Cement Program

Surface TypeandAmount

TOC- Surface 250sxsClass H,15.6ppg,1.18 yield.

Intermediate TypeandAmount

TOC- Surface Lead:400 sxsHi-Fill@11.0 ppg,3.91yield
Tail:150sxsRFCCement@14.2ppg,1.63yield

Production TypeandAmount

TOC- 1,000' Lead:1370sxs65/35Poz @13.0ppg, 1.74yield
Est.TopofCement Tail:1200sxs50/50Poz @14.1 ppg,1.28yield

6. DrillingFluids

Theproposedcirculatingmediumstobe employedindrillingareas follows:



ApplicationforPermittoDrill
GascoProductionCompany
State #42-32-9-19
1898'fNLand746' FEL
SENWSection32,T9S- R19E DRILLINGPROGRAM
UintahCounty,Utah Page 3

Interval MudType MudWt. Visc. F/L PH

0 - 3500' Water 8.3-9.0 --- - -

3500' - 11,270' DAPPolymerMud 9.5-11.5 30-40 15-20 7-9

7. Testing, Loggingand Coring

Theanticipatedtypeandamountoftesting,loggingandcoringareas follows:

a. Nodrillstemtestsareanticipated.

b. The loggingprogramwillconsistofa SchlumbergerPlatformExpressfromBase ofSurface
CasingtoT.D.

c. Nocoresareanticipated.

8. Anticipated Pressures and H2S

a. NoH2Sis expected.The maximumanticipatedbottomholepressure is 6740psi.

9. WaterSource

a. Allwaterusedfor the drillingofthiswellwillbe purchasedthe NebekerWater Stationin
Myton,UT. PermitNo.43-1723.

10. Other Information

a. Drillingis plannedtocommenceuponapprovalofthisapplication.

b. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately35 days.

c. LiningofthereservepitwillbedoneifdeemednecessarybytheUtahDivisionofOil,Gasand
Mining.

PElkIIT



ApplicationforPermittoDrill
Gasco ProductionCompany
State #42-32-9-19
189 NLand746' FEL
SE Section32, T9S - R19E DRILLINGPROGRAM
Uint County,Utah Page 4

d. Attheendofdrillingoperationsthelocationwillbe reclaimedandre-seededasrequestedby
thesurfaceowner.

e. SurfaceOwnership

State ofUtah

PEIL



O O
GASCO PRODUCTION COMPANY

STATE #42-32-9-19
LOCATED IN UINTAH COUNTY, UTAH

SECTION 32, T9S, R19E, S.L.B.&M.

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: EASTERLY

PROPOSED ACCESS

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: SOUTHEASTERLY

Uintah Engineering & Land Surveying LOCATION PHOTos 07 10 04 PHOTO
85 South 200 East Vemal, Utah 84078 MONTH DAY VEAR

sme, 435-789-1017 uels@uelsinc.com TAKENBY:K.K. DRAWNBV:P.M. REVISED:



TYPICAL BLOWOUT PREVENTER

CLOSING UNIT ARRANGEMENT

VALVES AND E

GAUGES

ACCUMULATOR I

BANKS

FULL OPENING VALVES

CONNECTION FOR

FLUID PRESSURE REGULATOR
FULL-OPENING VALVE ANOTHER PUMP

RESERVOIR (1500 - 3000 PSI)

PUMP
VALVE AND GAUGE

PUMP D<1

AELCVEK l

0
PGULATO

o o o o VALVEANDGUAGE

NOTE: PLUG VALVE IN

FOUR WAY VALVES / \
CLoslNG LINE

NOTE: SHOULD NOT CONTAIN CHECK VALVE \ / \ ) \ / ADJACENT TO

AND SHOULD BE IN POWER ON POSITION TO RAM BLOWOUT TO CHOKE LINE TO ANNULAR ANNULAR PREVENTER

PREVENTERS - VALVE BLOWOUT TO FACILITATE
PREVENTER LOCKING CLDSING

PRESSURE ON
PREV



MRiBI RAM TYI ENTEld WYl'Il AN PTUllNA )TATING OFAO

I

A
Adjustable Choke

To Pit and/or Mud/Gas Separator

R 4- 2" Minimum

Ulowout Preventer
Stack Outlet Choke 3" M nimum

Line Biced Line To Pit

T' Minirnum

R s

Ci kcc To Pit and/or Mud/Gas2

( 1 il im

-2 valves (1 check
valve) Adjustable Clioke

W

* Note: Kill line shall be 2" minimum diameter a al have two valves, one of which shall be a check valve. Both valves: 2"

D11DHLLllllL

Minimum BOP Stack 5000 psi Working Pressure

One Pipe Ram 5000 psi Working Pressure

One Blind Ram 5000 psi Working Pressure

One Annular 5000 psi Working Pressure

Well Head 5000 psi Working Pressure

Manifold 5000 psi Working
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L 4.8 MI.

T9S ----

T10S -

PROPOSED LOCATION:
STATE #42-32-9-19

LEGEND: GASCO PRODUCTION COMPANY
PROPOSED LOCATION N sTATE #42-32-9-19

SECTION 32, T9S, RI9E, S.L.B.&M.
1898' FNL 746' FEL

M Uintah Engine Ïng&cLand Surveying TOPOGR A PH I c 07 10 04
85 South 200 East VernnI, Utah 84078 M A P

(435) 789-1017 * FAX (435) 789-1813 MONTH DAY YEAR

SCALE:1:100,000 DRAWNBY:P.M. REVISED:



\1. MI.+/-

EKIS11NG FENCE

PROPOSED LOCATION:'
i STATE #42-32-9-19

0 '

T9S
T10S

LEGEND: GASCO PRODUCTION COMPANY
EXISTING ROAD N STATE #42-32-9-19

----------- Inovosen Access no o SECTION 32, T98, R19E, S.L.B.&M.EXISTING



#2-3 B .

¯

. PROPOSED LOCATION:
STATE #42-32-9-19

T9S
i T10S

LEGEND: GASCO PRODUCTION COMPANY
J2fDISPOSAL WELLS gf WATER WELLS N STATE #42-32-9-19
e PRODUCENGWELLS ABANDONED WRLs SECTION 32, T9S, Rl9E, S.L.B.&M.

SHUT IN WELLS -@- TEMPORARILY ABANDONED 1898' FNL 746' FEL

Uintah Engineering & Land Surveying TOPOGR A PH I c 07 10 04
85 South 200 East VernaE, Utah 84078 Î A MOHH DE YER

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 200Œ DRAWNBY:P.M. REVISED:



47

PROPOSED PIPEL E
FOR THE #41-31-9-19

PROPOSED LOCATION:
STATE #42-32-9-19

APPROXIMATE TOTAL PIPELINE DISTANCE = 5,600' +/-

LEGEND: GASCO PRODUCTION COMPANY
PROPOSED ACCESS ROAD N STATE #42-32-9-19

------ EXISTINGPIPELINE SECTION 32 T9S R19E S.L.B.&M.
----------- PROPOSED PIPELINE * * *

-
1898' FNL 746' FEL

Uintah Engineering & Land Surveying TOPOGR A PH I e 07 10 04
85 South 200 East Vernal, Utah 84078 M A P MONTH DAY YEAR(435) 789-1017 * FAX (435) 789-1813

SCALE:!" = 1000 DRAWNBY:P.51. REVISED:



SCO PRODUCTION COMPA
LOCATION LAYOUT FOR

Proposed Access
STATE #42-32-9-19 Road

Prevailing Winds SECTION 32, T9S, R19E, S.L.B.&M. C-1J.4
1898' FNL 746' FEL 7p7 y

F-4.8'
B. 68J.0'

,, , 65'
'

Sta. J+80SCALE: 1 = 50 ,in

DATE: 7-6-04 g-.|f f a Og
Drawn By. K.G. B. 675.7'

Appro×· -- Round Corners
Top of as Needed
Fill Slope oo

NO7E:
Flore Pit is to
be located a min.
of 100' from the
Wel/ Head

Reserve Pit Backfill
Spoils Stockpi/e

PIPE RACKS

R-ARE P/T Approx.
C-4.5' C-2.9' C--2.6' Toe of
E/. 692J' E/. 690.7' 69Q.4, Cut Slope

- | 9' 20' WIDEBENCH
30'

3-- DOG HOUSE
135' Sta. 1+80 ,

(btm. p/() - r-O
RIG

- E 69 .

'

Toto/ Pit Capacity -

W/2' of Freeboard .

- 10,760 Ob/s. ± .

Total P/t Volume
- J,120 Cu. Yds. PUMP

TOILETO
MUD SHED

HOPPER

POWER O

---
- TR SH Q

RESERVE P/TS ¯¯¯¯ TOOLS

(6' Deep)

FUEL

O. 703.1' STORAGE

C--23. J' - TANK

(btm. pit)
20' WIDE BENCH 4 F-2 4

B. 685.4'

Sto. 0+00

Rev. Ungraded Ground at Location Stoke = 4690.4
, UINTAH ENGINEERING & LAND SURVEYING

Dev. Graded Ground at Location Stoke - 4687.8 85 So. 200 Eut * Vemal. Utah 84078 * (801)



SCO PRODUCTION COMPA
TYPICALCROSS SECTIONSFOR

x-section STATE #42--32-9-19
scale SECTION 32, T9S, RT9E, S.L.B.&M.

1" = 50' 1898' FNL 746 FEL

DATE: 7-6-04
Drawn By K.G.

65 135' '/

Finished Grade

CUT - |

SM. J+80
135'145

LOCAT/ON STAKE

¯.._

CUT /LL ..---' CU7 CUT

SM. 1+80

100' 35' 135'

Slope= 1 1/2: 1

Preconstruction
Grade 35' i 35

"CUK..

NOTE:
Topsoil should not be
Stripped Below Finished SM. 0+00
Grade on Substructure Area.

* NOTE
APPROXIMATE YARDAGES F/LL QUANT/TY /NCLUDES

5X FOR COMPACT/ON
CUT EXCESS MATERIAL = J,670 Cu Yds.
(6") Topsoil Stripping = 2,110 Cu. Yds.

Topsoil & Pit Backfill = J,670 Cu. Yds.

Remaining Location = 13,000 Cu. Yds. (1/2 Pit Vol.)

EXCESS UNBALANCE = 0 Cu.Yds.
TOTAL CUT = 15,110 CU.YDS. (After Rehabilitation)

FILL = 11,440 CU.YDS. UINTAH ENGINEERING & LAND SURVEYING
86 So. 200 East * Vernal, UtaA 84078 * (801)



WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 07/27/2004 API NO. ASSIGNED: 43-047-35846

WELL NAME: STATE 42-32-9-19

OPERATOR: GASCO PRODUCTION ( N2575 )
CONTACT: LISA SMITH PHONE NUMBER: 303-857-9999

PROPOSED LOCATION:

SENE 32 090S 190E INSPECT LOCATN BY: / /
SURFACE: 1898 FNL 0746 FEL

Tech Review Initials DateBOTTOM: 1898 FNL 0746 FEL

UINTAH Engineering

PARIETTE BENCH ( 640 ) Geology

LEASE TYPE: 3 - State Surface
LEASE NUMBER: ML 45172

SURFACE OWNER: 3 - State
LATITUDE: 39.98838

PROPOSED FORMATION: MVRD

COALBED METHANE WELL? NO LONGITUDE: 109.79701

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

\/ Plat R649-2-3.

97 Bond: Fed[] Ind[] Sta[3] Fee[]
Unit

F Potash (Y/N) ,/' R649-3-2. General
Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

v Water Permit R649-3-3. Exception
(No.43-1723 )

bÁ RDCC Review (Y/N)
Drilling Unit

(Date: Board Cause No:
Eff Date:

111 Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS: Ud \ -|

STIPULATIONS: ) A



O
FEDERAL UTD CHASEL

CHASEL DART UTD CHASEL FED
FEpi-19 24.14

DE n,42m T98 R19E
as 19

FEDERAL FEDERAF. EEDERAL
FEDERAL FfDER41

'f' PARIETTE
FEDERAL

VEDERAL BENCH 21
FEDERAL g.gg

IF25A
· GNU FED 11-2 19

4. FEDERAL FI D 42-294-19

FIELD o

FEDERL FEDERAL fillinti

11 25A 43A FIDERAL
12300, i DEH41

PARIETTE
al-Mu-19

I E
FEDERAL BENCH U I

FED
DLRat 1&25A \ ó FFliERil FEDERAL 44·29 ·19

IEDERAL r, ,ib 34 24

IS·25A
EED 14-28.9-19
EEDIS 19

FEDERAL i

'°,NH1 EIGHT MILE O sEDERAL a.M. +¾

DE5ERET ' VIATE 4325

FLAT NORTH se..sest esoanst
41-16 18 3·318 ITD3Z.3l-4-19 STATE

FIELD

51 TE

31EEDER&LT318 42. 19

RIVER
BEND

T105 RISE
no me TIOS R19E UNIT

RBUllD * FIIIIK&L

FEDERAL ,

FED

">'" UTELAND BUTTE NATURAL BUTTES

RBU FIELD FIELD
16·2D

FEDERAL I
1-110

BI

RBU 3.12D

RBU RBU S.12D
11D

RBU 1:.12D

OPERATOR: GASCO PROD CO (N2575)

SEC. 32 T.95 R.19E

FIELD: PARIETTE BENCH (MO)

COUNTY: UINTAH

SFACING: RM9-3-2 / GENERAL SITING

Aells Unils.shp Fields.shp
Utah OilGas and Mining

GAS INJECTION EXPLORATORY ABANDONED
GAS S IORAGE GAS STORAGE ACrivE

X LOCATION ABANDONED
:ii NEW LOCATION

NF PP OIL COMBINED

o FLUCGED & ABANDONED NF SECONDARY INAcrivE

PRODUCING GAS PENDING PROPOSED

* PRODUCING OR Pl OIL STORACE
SHUT.IN GAS PP GAS ] TERMINATED

. SEWT-IN OR PP GEOTHERML &
> TEMP. ABANDONED

TEST WELL PP OIL

a WATER INJECTION SECONDARY

a WATER SUPPLY TERMINATTD PREPARED BY:DIANA WHITNEY

WATER DISPOSAL
DATE:



O O
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

OPERATOR: GASCO PRODUCTION COMPANY
WELL NAME & NUMBER: STATE 42-32-9-19
API NUMBER: 43-047-35846
LOCATION: 1/4,1/4 SE/NE See: 32 TWP: 9S RNG: 19E 746' FEL 1898' FNL

Geology/Ground Water:

Gasco has proposed 200' of surface casing and 3,500' of intermediate casing at the proposed location. Both are
to be cemented to surface. The base of the moderately saline water is estimated to at approximately 2,700'. A
search of Division of Water Rights records shows no water wells within a 10,000' radius of the proposed
location. The surface formation at this location is the Uinta Formation. The Uinta Formation is made up of
discontinuous sands interbedded with shales and are not expected to produce prolific aquifers. The proposed
casing and cementing program should adequately protect any useable sources of ground water.

Reviewer: Brad Hill Date: 08/19/2004

Surface:

The predrill investigation of the surface was performed on 8/17/04. This site is on State surface with State
minerals. D.W.R. and S.I.T.L.A. were invited to this investigation on 8/2/2004. Floyd Bartlett was present
representing D.W.R. Ed Bonner and Jim Davis were present representing S.I.T.L.A. None of these people had any
concerns regarding the construction of this location or the drilling of this well, except Mr. Bonner suggested that
DOGM require a liner in the reserve pit because of the proximity to the Green River. Mr. Bartlett presented Shawn
Elworthy with Gasco a D.W.R. approved seed mix to be used when reserve pit is reclaimed. This siteappearsto be
the best site for a location in this quarter/quarter without getting closer to the Green River. There are numerous
sandstone outeroppings at this site, and blasting will undoubtedly be necessary to construct the location and the
reserve pit.

Reviewer: David W. Hackford Date: 8/18/04

Conditions of Approval/Application for Permit to Drill:

1. A synthetic liner with a minimum thickness of 16 mils with a felt subliner shall be properly installed in the
reserve



O O
ON- SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: GASCO PRODUCTION COMPANY
WELL NAME & NUMBER: STATE 42-32-9-19
API NUMBER:43-047-35846
LEASE: ML-45172 FIELD/UNIT: PARIETTE BENCH
LOCATION: 1/4,1/4 SE/NE Sec: 32 TWP: _9S RNG: 19E 746' FEL 1898' FNL
LEGAL WELL SITING: 460 F SEC. LINE; 460 F 1/4,1/4 LINE; 920 F ANOTHER WELL.
GPS COORD (UTK):4427073 x 0602718 SURFACE OWNER: STATE OF UTAH.

PARTICIPANTS

DAVID W. HACKFORD, (DOGM) . FLOYD BARTLETT, (DWR) , SHAWN ELWORTHY,
(GASCO), ED BONNER, JIM DAVIS, (SITLA).

REGIONAL/LOCAL SETTING & TOPOGRAPHY

SITE IS IN THE BOTTOM OF SHEEP WASH CANYON O.3 MILES NORTHWEST FROM
WHERE IN ENTERS THE GREEN RIVER. THE DRY WATER COURSE RUNNING DOWN
SHEEP WASH IS 600' TO THE WEST. THERE ARE SHEER ROCK FACES AND CLIFFS
ON THE CANYON WALL 500' TO THE NORTH. DRAINAGE IS TO THE SOUTH AND
EAST. THERE ARE NUMEROUS SANDSTONE OUTCROPPINGS IN THIS AREA.

SURFACE USE PLAN

CURRENT SURFACE USE: LIVESTOCK GRAZING, HUNTING.

PROPOSED SURFACE DISTURBANCE: LOCATION WILL BE 380' BY 270'. ACCESS ROAD
WILL BE 2.2 MILES.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: SEE ATTACHED MAP FROM
GIS DATABASE.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: ALL PRODUCTION
FACILITIES WILL BE ON LOCATION AND ADDED AFTER DRILLING WELL. PIPELINE
WILL FOLLOW ACCESS ROAD.

SOURCE OF CONSTRUCTION MATERIAL: ALL CONSTRUCTION MATERIAL WILL BE
BORROWED FROM SITE DURING LOCATION CONSTRUCTION.

ANCILLARY FACILITIES: NONE WILL BE REQUIRED.

WASTE MANAGEMENT PLAN:
DRILLED CUTTINGS WILL BE SETTLED INTO RESERVE PIT. LIQUIDS FROM PIT WILL
BE ALLOWED TO EVAPORATE. FORMATION WATER WILL BE CONFINED TO STORAGE
TANKS. SEWAGE FACILITIES, STORAGE AND DISPOSAL WILL BE HANDLED BY
COMMERCIAL CONTRACTOR. TRASH WILL BE CONTAINED IN TRASH BASKETS AND
RAULED TO AN APPROVED LAND



ENVIRONMENTAL PARAMETER

AFFECTED FLOODPLAINS AND/OR WETLANDS: NONE.

FLORA/FAUNA: SHADSCALE, EPHEDRA, HORSEBRUSH, GREASEWOOD, SALTBRUSH,
PRICKLY PEAR, SONGBIRDS, RODENTS, RABBITS, PRONGHORN, COYOTE, BOBCAT,
RAPTORS.

SOIL TYPE AND CEARACTERISTICS: LIGHT BROWN SANDY, CLAY.

EROSION/SEDIMENTATION/STABILITY: VERY LITTLE NATURAL EROSION.
SEDIMENTATION AND STABILITY ARE NOT A PROBLEM AND LOCATION CONSTRUCTION
SHOULDN'T CAUSE AN INCREASE IN STABILITY OR EROSION PROBLEMS.

PALEONTOLOGICAL POTENTIAL: NONE SITED.

RESERVE PIT

CHARACTERISTICS: 140' BY 100' AND EIGHT FEET DEEP.

LINER REQUIREMENTS (Site Ranking Form attached): A 16 MIL LINER AND FELT
SUBLINER WILL BE REQUIRED FOR RESERVE PIT.

SURFACE RESTORATION/RECLAMATION PLAN

AS PER STATE OF UTAH.

SURFACE AGREEMENT: AS PER S.I.T.L.A.

CULTURAL RESOURCES/ARCHAEOLOGY: SITE HAS BEEN OR WILL BE INSPECTED BY CARL
CONNER WITH GRAND RIVER. A COPY OF THE REPORT WILL BE SUBMITTED TO THE
STATE OF UTAH.

OTHER OBSERVATIONS/COMMENTS: ONSITE INVESTIGATION WAS CONDUCTED ON A HOT,
SUNNY DAY .

ATTACHMENTS

PHOTOS OF THIS SITE WERE TAKEN AND PLACED ON FILE.

DAVID W. HACKFORD 8/17/04. 10:45 AM
DOGM REPRESENTATIVE



ation Ranking Criteria and Ranking Sc re
For Reserve and Onsite Pit Liner Requirements

Site-specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 5

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15 2
< 100 20

Distance to Nearest Municipal
well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 10

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 O

Final Score 37 (Level I Sensitivity)

Sensitivity Izvel I = 20 or incre; totalcontainment is required.
Sengitivity LevelII = 15-19: lining is digeretignary.
Sensitivity level III - below 1); no ypecific lining is required
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08-04 Gasco State 42-32-
Casing Schematic
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Well name: 08-04 Gasco State 42-32-9-19
Operator: Gasco Production Company
String type: SurfaCO Project ID:

43-047-35846
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 68 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 150 ft

Burst:
n factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: O psi
Intemal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 93 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 3,500 ft
Tension is based on air weight. Next mud weight: 9.000 ppg
Neutral point: 175 ft Next setting BHP: 1,636 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 200 ft
Injection pressure 200 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 200 13.375 48.00 H-40 ST&C 200 200 12.59 18.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
i 87 740 8.492 93 1730 18.53 10 322 33.59 J

Prepared Clinton Dworshak Phone: 801-538-5280 Date: August 20,2004
by: Utah Div. of Oil& Mining FAX: 801-359-3940 Salt Lake City,UtahRemarks:

Collapse is based on a verticaldepth of 200 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correctionfor tension.
Burst strength is not adjusted for tension.

Engineeringresponsibility for use of this desígn wi/Ibe that of the
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Well name: 08-04 Gasco State 42-32-9-19
Operator: Gasco Production Company
String type: Intermediate Project ID:

43-047-35846
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 114 °F

Temperature gradient: 1.40 °F/100ft

Minimum section length: 150 ft
Burst:

n factor 1.00 Cement top: Surface
Burst

Max anticipated surface
pressure: 3,080 psi

Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 3,500 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 11,270 ft
Tension is based on air weight. Next mud weight: 11.500 ppg
Neutral point: 3,030 ft Next setting BHP: 6,733 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 3,500 ft
Injection pressure 3,500 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (In) (ft*)
1 3500 8.625 36.00 J-55 LT&C 3500 3500 7.7 251.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 1636 3450 2.108 3500 4460 1.27 126 486 3.86 J

Prepared Clinton Dworshak Phone: 801-538-5280 Date: August 20,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 3500 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxialcorrectionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design wi/Ibe that of the
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Well name: 08-04 Gasco State 42-32-9-19
Operator: Gasco Production Company
String type: Production Project ID:

43-047-35846
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 11.500 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 223 °F

Temperature gradient: 1.40 °F/100ft

Minimum section length: 368 ft
Burst:

n factor 1.00 Cement top: Surface
Burst

x anticipated surface
pressure: O psi

Internal gradient: 0.597 psi/ft Tension: Non-directional string.
Calculated BHP 6,733 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 9,357 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)
1 11270 4.5 13.50 P-110 LT&C 11270 11270 3.795 300.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (KIps) Factor
1 6733 10680 1.586 6733 12410 1.84 152 338 2.22 J

Prepared ClintonDworshak Phone: 801-538-5280 Date: August 20,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 11270 ft, a mud weightof 11.5 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineenng responsibility for use of this design wi/Ibe that of the



Diana Whitney - Well Clearance Page 1

From: Ed Bonner
To: Whitney, Diana
Date: 11/24/2004 3:14:48 PM
Subject: Well Clearance

The following wells have been given cultural resource clearance by the Trust Lands Cultural Resources
Group:

Crescendo Energy, LLC
San Arroyo Unit #50

Gasco Production Company
Wilkin Ridge State 43-36-10-17
Wilkin Ridge State 24-36-10-17
Wilkin Ridge State 44-32-10-17
Gate Canyon State 12-21-11-15
Gate Canyon State 23-16-11-15
State 12-32-9-19
State 42-32-9-19 (Two significant sites along access road - must be avoided)

Ifyou have any questions regarding thismatter please give me a call.

CC: Garrison, LaVonne; Hill,Brad; Hunt,



OLENE S, WALKER
Governor

GAYLE E McKEACHNIE
' .x ,,, Lieutenant Governor

State of Utah
November 24, 2004

Department of
Natural Resources

ROBERT L MORGAN ·

accativeDirector Gasco Production Company
14 Inverness Drive East, Suite #H236

Division of Englewood, CO 80112
Oil, Gas & Mining

MARY ANN WRIGHT
Acting Division Director Re: State 42-32-9-19 Well, 1898' FNL, 746' FEL, SE NE, Sec. 32, T. 9 South,

R. 19 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-35846.

Jo n R. Baza
ssociate Director J

pab
Enclosures

cc: Uintah County Assessor
SITLA

/
1594 West North Temple, Suite 1210, PO Box 145801, Salt I ake City, UT 84114-5801
telephone (801) 538-5340• facsimile (801) 359-3940• TTY (801) 538-7458 • www ogm.utah.gov Where ideas
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Operator: Gasco Production Company
Well Name & Number State 42-32-9-19
API Number: 43-047-35846
Lease: ML-45172

Location: SE NE Sec. 32 9 South R. 19 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for Permit to Drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well;

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy



O O
Page 2
API #43-047-35846
November 24, 2004

6. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the



Form e STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING e. Lease Designation and Serial Number
ML-45172

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS N/A
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,or to reenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

Use APPLICATIONFORPERMIT--forsuch proposals

1. Type of Well 9. Well Name and Number

li el
Other (specify) State #42-32-9-19

2 Name of Operator
' 10. API Well Number

Gasco Production Company 43-047-35846
3 Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

8 inverness DriveEast, Suite#100,Englewood,CO80112 303/483-0044 Riverbend
5 Location of Well

Footage : 1898'FNLand 746' FEL County : Uintah
QQ, Sec, T., R., M : SE NE,Section 32,T9S- R19E state : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other ChangeAccess Route
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13 DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Gasco Production Companyfileda right of way withthe BLMin September, 2004to obtain access to thiswell. To date this right of way has

still not been approved.Therefore, we are proposing an alternate access coming from the State 4-32Bwhich was recently purchased from

Dominion. This new access would allowus to stay on state lands and avoid the need for a right of way.

Accepted by the
Utah Division of

Oil,Gas and Mining

14. I hereby certify t foregoing is true nd correct ÛODSUllant ÍOf

Name & Signature Title GSSCO Pf0duction Company Date 09/01/06

(State Use Only)

(8/90) See Instructions on Reverse Side
SEP 0 5



GASCO PRODUCTION COMPANY
STATE #42-32-9-19

LOCATED IN UINTAH COUNTY, UTAH
SECTION 32, T9S, R19E, S.L.B.&M.

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: EASTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS FOR THE #4-32A CAMERA ANGLE: EASTERLY

, Uintah Engineering & Land Surveying I OCATION PHOTOs 07 1 04 ruo-ro
85 South 200 East Vernal, Utah 84078 MONTH DAY YEAR

Since 1964 - 435-789-1017 uels@uelsinc.com TAKENBY:J.W. DRAWNBY:P.M.
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OPO LC TION:
57 STnAnTE 2-3 9

T9S EE TOPO "B.
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LEGEND: GASCO PRODUCTION COMPANY
PROPOSED LOCATION N STATE #42-32-9-19

SECTION 32, T9S, R19E, S.L.B.&M.
1898' FNL 746' FEL

M
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PROPOSED LOCATION:

T9

s TE #42 9

T10S

LEGEND: GASCO PRODUCTION COMPANY
EXISTING ROAD N STATE #42-32-9-19

----------- PROPOSED ACCESS ROAD SECTION 32, T9S, R19E, S.L.B.&M.

B
1898' FNL 746' FEL

Uintah Engineering & Land Surveying TOPOGR A PH I c 07 1 04
85 South 200 East Vernal, Utah 84078 M A P MONTH DAY YEAR I

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000 DRAWNBY:P.M.
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-29

#23-29 #1

PROPOS I
STATE #42-32-9-19

LEGEND: GASCO PRODUCTION COMPANY

p' DISPOSAL WELLS WATER WELLS N STATE #42-32-9-19
O PRODUCING WELLS ABANDONED WELLS SECTION 32, T9S, R19E, S.L.B.&M.

SHUT IN WELLS # TEMPORARILY ABANDONED 1898' FNL 746' FEL

Uintah Engineering & Land Surveying TOPOGR A PH I C 07 1 04
85 South 200 East Vernal, Utah 84078 M A P MONTH DAY VEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:P.M.
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#4-324

#4-32B

PROPOSED LOCATION:
STATE #42-32-9-19

APPROXIMATE TOTAL PIPELINE RE-ROUTE DISTANCE = 706' -

APPROXIMATE TOTAL PIPELINE DISTANCE = 9,450'+/-
LEGEND: GASCO PRODUCTION COMPANY

PROPOSED ACCESS ROAD N STATE #42-32-9-19
----------- PROPOSED PIPEI INE RE-ROUTE
----------- PROPOSED PIPELINE SECTION 32, T9S, RI9E, S.L.B.&M.
----------- Îs v"I

EDOT
R LS) 1898' FNL 746'



Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GASANDMINING 6. Lease Designationand Serial Number
ML-45172

7. Indian Allotteeor Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS N/A
Donot use thisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedandabandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuch proposals gg
1. Type of Well 9. Well Name and Number

O °),,, Ð Gaes Other (specify) State#42-32-9-19
2. Name of Operator 10. API Well Number

GascoProduction Company 43-047-35846
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

8 inverness DriveEast,Suite#100,Englewood,CO80112 303/483-0044 Riverbend
5. Location of Well

Footage : 1898'FNLand 746'FEL County : Uintah
QQ, Sec, T., R., M. : SENE,Section32,T9S- R19E state : Utah

12 CHECK APPROPRIATE BOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHERDATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (SubmitOriginalForm Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

MultipleCompletion Water Shut-Off Other

Other Extension
Date of Work Completion

Appro×imate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION ANDLOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS(Clearlystate all pertinent details, and give pertinent dates. If wellis directionally drilled,give subsulface

locations and measured and truevertical depths for all markers and zones pertinent to thiswork.)

GascoProduction Companyrequesta oneyear extensionof thesubjectAPD.
Approvedby the
Utah Divisionof

Oil,Gas and Mining

14. I hereby certífy that e foregoing is tru and correct CODSultant f0f

Title GSSCO Production Company Date 11/01/06Name & Signature

(State Use Only)

RECElVED
(8/90) See Instructions on Reverse Side NOVO6 2006

GFOiL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-047-35846
Well Name: State #42-32-9-19
Location: SE NE, 1898' FNL and 746' FEL, Sec. 32, T9S - R19E
Company Permit Issued to: Gasco Production Company
Date Original Permit Issued: 11/24/2004

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes Noi

Have any wells been drilled in the vicinityof the proposed wellwhich would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes Noi

Have there been any changes to the access route including ownership, or right-
of-way,which could affect the proposed location? Yes No i

Has the approved source of water for drilling changed? Yes Noi

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes O No

Is bonding still in place, which covers this proposed well? Yes No O

DYY\ ) November 1, 2006
Venessa LainiacGr - Permitc c. Date

Title: Consultant for Gasco Production Company

RECEIVED
NOV0 62006

DN.0FOlL,GAS&



Form 9 STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
ML-45172

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS N/A
Donot use thisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedand abandonedwells. 8. Unitor Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuch proposals gg
1. Type of Well 9. Well Name and Number

O °i,, Ð Gaes Other (specify) State#42-32-9-19
2. Name of Operator 10. API Well Number

Gasco Production Company 43-047-35846
3. Address of Operator 4. Telephone Number 11. Fieldand Pool, or Wildcat

8 Inverness DriveEast, Suite#100,Englewood,CO80112 | 303/483-0044 Riverbend
5. Location of Well

Footage : 1898'FNLand746'FEL county: Uintah
QQ, Sec, T., R., M : SE NE,Section32,T9S- R19E state : Utah

12. CHECK APPROPRIATE BOXES TO INEICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (SubmitOriginal Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other Change Access Road
Date of Work Completion

Approximate Date Work Will Start
Report results of MultipleCompletions and Recompletions to different resentoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13 DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearlystate all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsulface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Gasco Production Companyrequests to changethe access road to followthe CountyRoad alignmentas shownonthe attached revised
maps A,B,C&D.

14. I hereby certify that te foregoing is true and rrect. Û00SUltant f0f

Name & Signature \ Q Title GascoProduction Company Date 04/02/07

(State Use Only) RECEIVED
APR0 4 2007

(8/90) See Instructions on Reverse Side

DN.0FOIL,GAS&



R R .

18 19
E E --

L T

T10 S P T N:

as Fie

T B

LEGEND: GASCO PRODUCTION COMPANY

PROPOSED LOCATION N STATE #42-32-9-19
SECTION 32, T9S, R19E, S.L.B.&M.

1898' FNL 746' FEL

- Uintah Engineering & Land Surveying TOPOGR A PH I C 08 2 06
85 South 200 East Vernal, Utah 84078 M A P

(435) 789-1017 * FAX (435) 789-1813 ONTH DAY YEAR
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Venessa Langmacher
Agent for Gasco
PermitCo Inc.
14421 County Road 10
Fort Lupton, CO 80621

Re: APD Rescinded - State 42-32-9-19, Sec.32, T.9S, R.19E -

Uintah County, Utah, API No. 43-047-35846

Dear Ms. Langmacher:

The Application for Permit to Drill (APD) for the subject well was
approved by the Division of Oil, Gas and Mining (Division) on November 24,
2004. On October 15, 2005 and on November 7, 2006, the Division granted a
one-year APD extension.

No drilling activity at this location has been reported to the division.
Therefore, approval to drill the well is hereby rescinded, effective November 21,
2007.

A new APD must be filed with this office for approval prior to the
commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well
location, it is imperative that you notify the Division immediately.

Sincerely,

ana Mason
Environmental Scientist

cc: Well File
SITLA, Ed Bonner

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.goy OIL, GAS &
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